
Müllheim, 06. February 2014

product introduction:

AquaRoute® DecoPox
éwaterborne hybrid epoxy paint for decorative marking

PLASTIROUTE GmbH



Area of application: decorative asphalt flooring 

parking lots, playgrounds, bicycle lanes, pedestrian crossings

application on stamped asphalt for ñbrick-lookò



two different versions available
DecoPox

smooth version
DecoPox

roughversion

filler size < 20 µm (Hegman) < 500 µm

solid content lower higher

viscosity 90 KU 110 KU

bindercontent
higher

(leadingto higherdurability)

lower
(combinationwith Premarkis

possible)

A / B mixingratio
10 : 1

(25 Kg / 2,5 kg)
20 : 1

(25 Kg / 1,25 Kg)

application airlessspray pneumaticspray

pot life 24 h 24h

Ý recommended application of 2 x 300 µm layers (2 x 0.5 Kg/m2 = 1.0 Kg/m2 total)

Ý touch dry / ready to over mark after 30 min (20ÁC)

Ý opening for traffic after 60 min (20ÁC)

Ý final hardness after 24 h



how to apply
Åstir component A until homogeneous

Åadd component B while stirring

Åusage of all types of conventional equipment:

- spray (airless or pneumatic)

- roll

- brush, broom

Å600 µm (1,0 Kg / m2), best applied 2 x 300 µm

Åcleaning of all equipment is done with water, just like with a 

conventional 1K waterborne paint!



Å24 h (starts when component A & B are 

mixed)

Ågrowth of molecular weight

Åcrosslinking

Åviscosity increases along pot life

90 KU => 100 KU

Ådilution with 1% water is possible

Åwarning: no visible end of pot life!

Åfilm formation is disturbed after end of 

pot life

pot life

application 72 h after mixing A & B



Å2 x 400 µm applied

Åeasy application by brush

Åhigh coverage

Ådrying ~ 2 min. (50ÁC surface 

temperature)

Åsecond layer applied 

immediately after first

Åapplication in loading area 

(trucks and forklifts traffic)

Å6 months after application:

- low dirt pic up!

- no yellowing!

- no wear out!

first test application summer 2013



application by RAS (Italy)
combination with fresh applied stamped asphalt

application of Premark on top


